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FIRE ALARM RISERS

KEYED NOTES:

INSTALL COMMUNICATION CABLE AT 72" AFF FOR CONNECTION
TO FLAT PANEL MONITOR / TV.

INSTALL CABLE TELEVISION OUTLET BOX AT 72" AFF.

CONNECTION FOR SMOK-CHEKS DOOR HOLDER / SMOKE
DETECTORS.

PROVIDE BOXES AND CONDUITS FOR MAGNETIC LOCKS, CARD
READERS AND RELEASE BUTTONS TO ACCESSIBLE LOCATIONS
ABOVE THE CEILING.  THESE DEVICES ARE TO BE RELOCATED
FROM EXISTING DOORS.  COORDINATE WITH SYSTEM SUPPLIER

PROVIDE BOXES AND CONDUITS FOR MANGETIC LOCKS, CARD
READERS AND RELEASE BUTTONS TO ACCESSIBLE LOCATIONS
ABOVE THE CEILING.  THESE WILL BE NEW DEVICES.
COORDINATE WITH SYSTEM SUPPLIER.
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FIRE ALARM LEGEND

CEILING MOUNT HORN

CEILING MOUNT STROBE, 15 CANDELA
UNLESS MARKED OTHERWISE

CEILING MOUNT  HORN/STROBE, 15
CANDELA UNLESS MARKED OTHERWISE

SMOKE DETECTOR (PHOTOELECTRIC);
SB=WITH SOUNDER BASE

DUCT SMOKE DETECTOR;
S=SUPPLY, R=RETURN

MANUAL PULL STATION 48" AFF

FLOW SWITCH MODULE

TAMPER SWITCH MODULE

DOOR HOLD-OPEN MODULE.  PROVIDE
FIRE ALARM LISTED HOLD-OPEN ASSY IF
NOT CALLED OUT IN DOOR HARDWARE
SCHEDULE.

RELAY / CONTROL / MONITOR MODULE

ADDRESSABLE FIRE ALARM CONTROL
PANEL

REMOTE ANNUNCIATOR & CONTROL
PANEL; FLUSH MOUNT

24 VDC ELECTRIC BELL FOR WATER
FLOW; ~9' AFF

WALL MOUNT HORN/STROBE ~96" TO
TOP.  15 CD OR AS INDICATED.

WALL MOUNT STROBE ~96" TO TOP.
15 CD OR AS INDICATED.

NOTIFICATION APPLIANCE CIRCUIT

ADDRESSABLE FIRE ALARM SLAVE
PANEL SEMI-RECESSED UNLESS
INDICATED OTHERWISE.

HEAT DETECTOR

WALL MOUNT HORN ~96" TO TOP.

NAC PANEL
'FB'

BASED ON
COOPER WHEELOCK

2-#14 AWG EACH
SEE SCHEDULE
TYPE "B"
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FB-2-2
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FB-1-2

FB-1-3

FB-1-4

FB-1-5

FB-1-6

FB-1-7

FB-1-8

FB-1-9

FB-1-11

FB-2-6

CONTROL MODULE
TO ACTIVATE INPUT
NUMBER 1

CONTROL MODULE
TO ACTIVATE INPUT
NUMBER 2

NAC 1 TRIGGER FROM
INPUT 1, CIRCUIT 2 & 3
FROM INPUT 2

SEE NOTES FOR
TRIGGERING NAC CIRCUITS
IN RESIDENTIAL ROOMS
BASED ON ROOM SMOKE
DETECTOR.

SEQUENCE OF OPERATION FOR HORN / STROBES IN RESIDENTIAL SLEEPING ROOMS BASED ON
SMOKE DETECTOR ACTIVATION:
1. NAC PANELS SERVING RESIDENT ROOMS SHALL HAVE TWO TRIGGER INPUTS SERVED BY

ADDRESSABLE MODULES.
2. FACP SHALL BE PROGRAMMED SUCH THAT ACTIVATION OF A SLEEPING ROOM SMOKE

DETECTOR WILL ACTIVATE THE HORN /STROBES WITHIN THAT ROOM AND THE FEW ROOMS
THAT ARE ON THAT SAME NAC TRIGGER CIRCUIT.  AS SUCH, NOT ALL RESIDENTIAL ROOMS
WILL ALARM, BUT ONLY A FEW ROOMS.

3. NOTIFICATION DEVICES THROUGHOUT OTHER AREAS OF THE BUILDING WILL NOT ALARM
UPON A SLEEPING ROOM SMOKE.

FB-3-10

FB-3-9

FB-1-10PROVIDE MODULE AS
NECESSARY TO MONITOR

NAC TROUBLE.
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